Phone: (304) 233-2060
TRAW ET LABORATORIES Fax: (304) 233-9063

P.O. Box 2019 Shipping Address: 8 Industrial Park Drive
Wheeling, WV 26003-02192 Wheeling, WV 26003

LABORATORY ANALYSES

American Energy Corporation 07-Oct-10
Century Mine

43521 Mayhugh Hill Road Twp. Hwy. 88
Beallsville, OH 43716

Attn: Mr. Fred Blumling

Company: American Energy Corporation Sampled By: CSG (MK)
Location: Captina Creek - Special Sampling Date & Time Sampled: 10-02-10 0017
Site: At Piney Creek Date & Time Received: 10-02-10 1300

Analysis Number: 1010070

PARAMETER CONCENTRATION  QUALIFIER DATE & TIME ANALYST METHOD PQL MDL

ANALYZED
Temperature, Field 13.5 °C 10-02-10 0017 CSG (MK)
pH, Field 7.99 S.uU. 10-02-10 0017 CSG (MK)
pH, Lab 7.52 S.U. H 10-04-10 0830 wB 4500HB [2]
Specific Conductance 3130 umhos/cm 10-04-10 0900 LW 120.1 [3] 7.00 2.31 pmhos/cm
Total Dissolved Solids 2110 mg/L 10-04-10 1300 T™W 2540C [2] 467 156 mg/L
Total Suspended Solids 48 mg/L 10-04-10 1300 T™W 2540D [2] 17 5.7 mg/L
Iron 0.51 mg/L 10-06-10 1714 BS 3111B {11 0.4 0.03 mg/L
Manganese 0.13 mg/L 10-06-10 1714 BS 3111B [1] 0.02 0.006 mg/L

cc: Cody Mozena, Coal Services Group, Inc.

MCL - Maximum Contaminant Level E - Estimated Value above quantitation limits [1} - Standard Methods, 18" Edition
MDL - Minimum Detection Limt D - Duplicate not within control lmits {2] - Standard Methods, 20 Edition
NA - Not Applicable H - Holding times for preparation or analysis exceeded [3] - USEPA

ND - Not Detected at PQL or MDL J - Analyte detected below quantitation fimits 4] - ASTM

PQL - Practical Quantitation Limit Q - Quality Controt standard exceeds control limits [5] - EPA SW846

B - Anaiyte detected in associated Method Blank S - Spike recovery exceeds laboratory control limits

AEC 16419



Phomne: (304) 233-2060

TRADE’IL‘ LABORATORIES Fax: (304) 233-9063 ,
| P.O. Rox 2019 Shipping Address: 8 Industrial Park Drive
Wheeling, WV 26003-0219 Wheeling, WV 26003
LABORATORY ANALYSES
American Energy Corporation 07-Oct-10
Century Mine

43521 Mayhugh Hill Road Twp. Hwy. 88
Beallsville, OH 43716
Attn: Mr. Fred Blumling

Company: American Energy Corporation Sampled By: CSG (TD)
Location: Captina Creek - Special Sampling Date & Time Sampled: 10-03-10 0046
Site: At Piney Creek Date & Time Received: 10-03-10 1325

Analysis Number: 1010079

PARAMETER CONCENTRATION  QUALIFIER DATE & TIME ANALYST METHOD PQL MDL

ANALYZED
Temperature, Field 14.1 °C 10-03-10 0046 CSG (TD)
pH, Field 7.83 S.u. 10-03-10 0046 CSG (TD)
pH, Lab 7.70 S.u. H 10-04-10 0830 WwB 4500HB [2]
Specific Conductance 4010 pmhos/cm 10-04-10 0900 LW 120.1 [3] 7.00 231 umhos/cm
Total Dissolved Solids 2710 mg/L 10-04-10 1300 T™wW 2540C [2] 46.7 156 mg/L
Total Suspended Solids 13 mg/L J 10-04-10 1300 T™W 2540D [2) 17 5.7 mg/L
fron 0.14 mg/L 10-06-10 1714 BS 3111B [1] 0.1 0.03 mg/L
Manganese 0.21 mg/L 10-06-10 1714 BS 3111B [1] 0.02 0.006 mg/L

cc: Cody Mozena, Coal Services Group, Inc.

MCL -~ Maximum Contaminant Level E - Estimated Value above quanttation limits [1] - Standard Methods, 18 Edition
MDL - Minimum Detection Limit D - Duplicate not within controi {imts [2] - Standard Methods, 20* Edition
NA - Not Applicable H - Holding times for preparation or analysis exceeded 3] - US EPA

ND - Not Detected at PQL or MDL J - Analyte detected below quantitation limis (4] - AST™M

PQL - Practical Quantitation Limit Q- Quality Control standard exceeds control limits 5] - EPA SWB46

8B - Analyte detected in associated Method Blank S - Spike recovery exceeds laboratory control limis

AEC 16420



3 Phomne: (304} 233-2060
TRADE’]I‘ LABORATORIES Fax: (304) 233-9063

P.0O. Box 2019 Shipping Address: 8 Industrial Park Drive
Wheeling, WV 26003-0219 Wheeling, WV 26003

LABORATORY ANALYSES
American Energy Corporation 07-Oct-10
Century Mine
43521 Mayhugh Hill Road Twp. Hwy. 88
Beallsville, OH 43716
Attn: Mir. Fred Blumling 1 %
By: [ 4

' TraDet Laborator‘i(és

Company: American Energy Corporation Sampled By: CSG (JN)
Location: Captina Creek - Special Sampling Date & Time Sampled: 10-02-10 1255
Site: At Piney Creek Date & Time Received: 10-03-10 1325

Analysis Number: 1010085

PARAMETER CONCENTRATION  QUALIFIER DATE & TIME ANALYST METHOD PQL WMDL

ANALYZED
Temperature, Field 13.3 °‘C 10-02-10 1255 CSG (UN)
pH, Field 8.03 S.u. 10-02-10 1255 CSG (JN)
pH, Lab 7.74 S.u. H 10-04-10 0830 WB 4500HB 2]
Specific Conductance 3220 pmhos/cm 10-04-10 0800 Lw 1201 [3] 7.00 2.31 umhos/cm
Total Dissolved Solids 2210 mg/L 10-04-10 1300 ™ 2540C [2] 46.7 15.6 mg/L
Total Suspended Solids 35 mg/L 10-04-10 1300 ™ 2540D [2] 17 57 mg/L
Iron 0.67 mg/L 10-06-10 1714 BS 31118 [1] 0.1 0.03 mg/L
Manganese 0.18 mg/L 10-06-10 1714 BS 3111B [1] 0.02 0.006 mg/L

cc: Cody Mozena, Coal Services Group, Inc.

MCL - Maximum Contaminant Leve! E - Estimated Value above quantitation limits {1] ~ Standard Methods, 18 Edition
MDL - Minimum Detection Limdt D - Dupficate not within controt limits [2} - Standard Methods, 20* Edition
NA - Not Applicable H - Holding times for preparation or analysis exceeded {3] - US EPA

ND - Not Detected at PQL or MOL J - Analyte detected below quantitation limits [4) -~ ASTM

PQL - Practical Quantitation Limit Q- Quality Control standard exceeds control limits [5] - EPA SW846

B ~ Analyte detected in associated Method Blank S - Spike recovery exceeds laboratory control limits

AEC 16421



Phone: (304) 233-2060

TRADET LaBoRATORIES Fax: (304) 233-9063
P.O. Box 2019 Shipping Address: 8 Industrial Park Drive
Wheeling, WV 26003-02192 Wheeling, WV 26003
LABORATORY ANALYSES
American Energy Corporation 05-Oct-10
Century Mine

43521 Mayhugh Hill Road Twp. Hwy. 88
Beallsville, OH 43716
Attn: Mr. Fred Blumling

Company: American Energy Corporation Sampled By: CSG (ML)
Location: Captina Creek - Special Sampling Date & Time Sampled: 10-01-10 1300
Site: Piney Creek Date & Time Received: 10-02-10 1300

Analysis Number: 1010039

PARAMETER CONCENTRATION  QUALIFIER DATE & TIME ANALYST METHOD PQL MDL
ANALYZED

Temperature, Field 15.3 °C 10-01-10 1300 CSG (ML)
pH, Field 8.24 S.uU. 10-01-10 1300 CSG (ML)
pH, Lab 7.61 S.U. H 10-04-10 0830 WB 4500HB [2]
Specific Conductance 1855 pmbos/cm 10-04-10 0900 Lw 120.1 [3] 7.00 2.31 pmhos/cm
Total Dissolved Solids 1150 mg/L 10-04-10 1300 T™W 2540C [2] 46.7 15.6 mg/L
Total Suspended Solids 195 mg/L 10-04-10 1300 ™ 2540D [2] 17 5.7 mg/L
Iron 3.50 mg/L 10-04-10 1359 BS 3111B [1] 0.1 0.03 mg/L
Manganese 0.04 mg/L 10-04-10 1359 BS 3111B [1] 0.02 0.006 mg/L
cc: Cody Mozena, Coal Services Group, Inc.

MCL - Maximum Contaminant Level E - Estimated Value above quantitation limits [1] - Standard Methods, 18 Edition

MOL - Minimum Detection Limet O - Duplicate not within control imts {2) ~ Standard Methods, 20» Edttion

NA - Not Applicable H - Holding times for preparation or analysis exceeded [3] - USEPA

ND - Not Detected at PQL or MDL J - Analyte detected belows quantitation timits {4] ~ ASTM

PQL - Practical Quantitation Lirnit Q- Quality Control standard exceeds contral limts (5] - EPA SW846

B - Analyte detected in associated Methed Blank S - Spike recovery exceeds laboratory control limits

AEC 16422



Phomne: (304) 233-2060

T RADE T LABORATORIES Fax: (304) 233-3063 i
P.O. Box 2019 Shipping Address: & Industrial Park Drive
Wheeling, WV 26003-6219 Wheeling, WV 26003
LABORATORY ANALYSES
American Energy Corporation 05-Oct-10
Century Mine

43521 Mayhugh Hill Road Twp. Hwy. 88
Beallsville, OH 43716
Attn: Mr. Fred Blumling

Company:. American Energy Corporation Sampled By: CSG (TD)
Location: Captina Creek - Special Sampling Date & Time Sampled: 10-02-10 0442
Site: At Piney Creek Date & Time Received: 10-02-10 1300

Analysis Number: 1010046

PARAMETER CONCENTRATION  QUALIFIER DATE & TIME ANALYST METHOD PQL MDL
ANALYZED

Temperature, Field 11.7 °C 10-02-10 0442 CSG (TD)
pH, Field 7.94 S.u. 10-02-10 0442 CSG (TD)
pH, Lab 7.53 S.U. H 10-04-10 0830 wa 4500HB [2]
Specific Conductance 3389 pmhos/cm 10-04-10 0900 LW 1201 [3] 700 231 pmhos/cm
Total Dissolved Solids 2380 mg/L 10-04-10 1300 TW 2540C [2] 46.7 15.6 mg/L
Total Suspended Solids 36 mg/L 10-04-10 1300 TW 2540D [2] 17 57 mg/L
Iron 0.66 mg/L 10-04-10 1359 BS 3111B [1] 0.1 0.03 mg/L
Manganese 0.14 mg/L 10-04-10 1359 BS 3111B [1] 0.02 0.006 mg/L
cc: Cody Mozena, Coal Services Group, Inc.

MCL ~ Maximum Contaminant Level £ ~ Estimated Value above quantitation imits [1} - Standard Methods, 18 Edition

MOL - Minimum Detection Limi D - Duplicate not within contral limits [2) — Standard Methods, 20n Edition

NA - Not Applicabte H - Holding times for preparation or analysis exceeded {31 - US EPA

ND - Not Detected at PQL or MDL J - Analyte detected beiow quantitation limits [4] - ASTM

PQL - Practical Quantitation Limit Q - Quality Control standard exceeds control limits [5] - EPA SWB46

B - Analyte detected in associated Method Blank S - Spike recovery exceeds laboratory control limits

AEC 16423



TRAD ET LABORATORIES

Phone: (304) 233-9060
Fax: (364) 233-3063

P.O.Box 2019

Shipping Address:

8 Industrial Park Drive

Wheeling, WV 26003

Wheeling, WV 26003-0219

LABORATORY ANALYSES
American Energy Corporation 05-Oct-10
Century Mine
43521 Mayhugh Hill Road Twp. Hwy. 88
Beallsville, OH 43716
Attn: Mr. Fred Blumling - )/
By: 007/11770A\Y.//477774

/44
Y4

A 4 /3 .
TraDet Laboratori

Company: American Energy Corporation Sampled By: CSG (ML)

Location: Captina Creek - Special Sampling Date & Time Sampled: 10-01-10 1650

Site: Piney Creek Date & Time Received: 10-02-10 1300

Analysis Number: 1010052

PARAMETER CONCENTRATION  QUALIFIER DATE & TIME ANALYST METHOD PQL MDL
ANALYZED

Temperature, Field 17.7 °C 10-01-10 1650 CSG (ML)

pH, Field 8.32 S.U. 10-01-10 1650 CSG (ML)

pH, Lab 7.65 S.U. H 10-04-10 0830 wB 4500HB [2]

Specific Conductance 1837 umhos/cm 10-04-10 0900 LW 120.1 [3] 7.00 231 umhos/cm

Total Dissolved Solids 1160 mg/L 10-04-10 1300 T™W 2540C [2] 46.7 15.6 mg/L

Total Suspended Solids 106 mg/L 10-04-10 1300 ™ 2540D [2] 17 57 mg/L

iron 1.96 mg/L 10-04-10 1359 BS 3111B [1] 0.1 0.03 mg/L

Manganese 0.09 mg/L 10-04-10 1359 BS 3111B [1] 0.02 0.006 mg/L

cc: Cody Mozena, Coal Services Group, Inc.

MCL - Maximum Contaminant Level

MDL - Mintmum Detection Limt

NA - Not Applicabie

ND - Not Detected at PQL or MOL

PQL - Practical Quantitation Limit

B - Analyte detected in associated Method Blank

E - Estimated Value above quanttation limits
D - Duplicate not within control limits

H - Holding times for preparation or analysis exceeded

J ~ Analyte detected below quantitation limits
Q- Quality Control standard exceeds control limits
S ~ Spike recovery exceeds laboratory control limits

{1] - Standard Methods, 18 Edition
{2] - Standard Methods, 20n Edition
[3] - US EPA

[4} - ASTM

[5] - EPA SW846

AEC 16424



Phone: (304) 233-9060

TRADET LABORATORIES Fax: (304) 233-9063
P.0.Box 2019 Shipping Address: 8 Industrial Park Drive
Wheeling, WV 26003-0219 Wheeling, WV 26003
LABORATORY ANALYSES
American Energy Corporation 05-Oct-10
Century Mine

43521 Mayhugh Hill Road Twp. Hwy. 88
Beallsville, OH 43716
Attn: Mr. Fred Blumling

Company: American Energy Corporation Sampled By: CSG (MK)
Location: Captina Creek - Special Sampling Date & Time Sampled: 10-01-10 2022
Site: At Piney Creek Date & Time Received: 10-02-10 1300

Analysis Number: 1010058

PARAMETER CONCENTRATION  QUALIFIER DATE & TIME ANALYST WMETHOD PQL MDL
ANALYZED

Temperature, Field 16.1 °C 10-01-10 2022 CSG (MK)
pH, Field 8.06 S.u. 10-01-10 2022 CSG (MK)
pH, Lab 7.51 S.u. H 10-04-10 0830 W8 4500HB (2]
Specific Conductance 2552 umhos/cm 10-04-10 0900 LW 1201 [3] 7.00 231 umhos/cm
Total Dissolved Solids 1630 mg/L 10-04-10 1300 T™W 2540C [2] 46.7 15.6 mg/L
Total Suspended Solids 94 mg/L 10-04-10 1300 T™W 25400 [2] 17 5.7 mg/L
Iron 1.78 mg/L 10-04-10 1359 BS 3111B (1] 0.1 0.03 mg/L
Manganese 0.14 mg/L 10-04-10 1359 BS 3111B [1] 0.02 0.006 mg/L
cc: Cody Mozena, Coal Services Group, Inc.

MCL - Maximum Contaminant Level E - Estimated Value above quantitation limits [1] - Standard Methods, 18% Edition

MDL - Minimum Detection Limit D - Duplicate not within control limits [2} -~ Standard Methods, 20® Eddion

NA - Not Applicable H - Holding times for preparation or analysts exceeded (31~ USEPA

ND - Not Delected at PQL or MOL J ~ Analyte detected below quantitation limits [4) -~ ASTM

PQL - Practical Quantitation Limi Q- Quality Control standard exceeds control limits [5] - EPA SW846

B - Analyte detected in associated Method Blank S - Spike recovery exceeds faboratory control limits

AEC 16425



Phone: (304) 233-9060

TrRAD ET LABORATORIES Fax: (304) 233-9063
P.O. Box 2019 Shipping Address: 8 Industrial Park Drive
Wheeling, WV 26003-0219 Wheeling, WV 26003
LABORATORY ANALYSES
American Energy Corporation 05-Oct-10
Century Mine

43521 Mayhugh Hill Road Twp. Hwy. 88
Beallsville, OH 43716
Attn: Mr. Fred Blumling

Company: American Energy Corporation Sampled By: CSG (TD)
Location: Captina Creek - Special Sampling Date & Time Sampled: 10-02-10 0835
Site: At Piney Creek Date & Time Received: 10-02-10 1300

Analysis Number: 1010064

PARAMETER CONCENTRATION  QUALIFIER DATE & TIME ANALYST METHOD PQL MDL

ANALYZED
Temperature, Field 11.0 °C 10-02-10 0835 CSG (TD)
pH, Field 7.90 S.U. 10-02-10 0835 CSG (TD)
pH, Lab 7.57 S.U. H 10-04-10 0830 wB 4500HB [2]
Specific Conductance 2953 umhos/cm 10-04-10 0900 Lw 120.1 [3] 7.00 2.31 umhos/cm
Total Dissolved Solids 2010 mg/L 10-04-10 1300 T™W 2540C [2] 46.7 156 mg/L
Total Suspended Solids 38 mg/L 10-04-10 1300 T™ 2540D [2] 17 57 mg/L
Iron 1.12 mg/L 10-04-10 1359 BS 3111B [1] 0.1 0.03 mg/L
Manganese 0.11 mg/L 10-04-10 1359 BS 3111B [1] 0.02 0.006 mg/L

cc: Cody Mozena, Coal Services Group, Inc.

MCL ~ Maximum Contamimant Level £ - Estimated Value above quantitation imis [1] - Standard Methods, 18= Edition
MOL - Mimimum Detection Limt D - Duplicate not within controt limds [2] - Standard Metheds, 20 Edition
NA - Not Applicable H - Holding times for preparation or analysis exceeded [] - US EPA

ND - Not Detected at PQL or MOL J ~ Analyte detected below quantitation limits [4) - ASTM

PQL - Practical Quantitation Limit Q- Quality Control standard exceeds control limits [5] - EPA SW846

B8 — Analyte detected in associated Method Blank S - Spike recovery exceeds laboratory control limits

AEC 16426



TRA@E']I‘ LABORATORIES

Phone: (304) 233-9060
rax: (304) 233-2063

P.O. Box 2019
Wheeling, WV 26003-0219

Shipping Address: 8 Industrial Park Drive

Wheeling, WV 26003

LABORATORY ANALYSES
American Energy Corporation 08-Oct-10
Century Mine
43521 Mayhugh Hill Road Twp. Hwy. 88
Beallsville, OH 43716
Attn: Mr. Fred Blumling T4
By: 144/

TraDet Labora

Company: American Energy Corporation Sampled By: CSG (JN)
Location: Captina Creek - Special Sampling Date & Time Sampled: 10-02-10 1550
Site: At Piney Creek Date & Time Received: 10-03-10 1325
Analysis Number: 1010091
PARAMETER CONCENTRATION  QUALIFIER DATE & TIME ANALYST METHOD PQL WMDL
ANALYZED

Temperature, Field 14.9 °C 10-02-10 1550 CSG (JN)
pH, Field 8.06 S.uU. 10-02-10 1550 CSG (JN)
pH, Lab 7.74 S.U. H 10-04-10 0830 WB 4500HB [2]
Specific Conductance 4120 pmhos/cm 10-04-10 0900 Lw 120.1 [3] 7.00 231 pmhos/cm
Total Dissolved Solids 2870 mg/L 10-06-10 1315 ™ 2540C [2] 934 312 mg/L.
Total Suspended Solids 14 mg/L J 10-06-10 1315 T™W 2540D [2] 34 11.4 mg/L
Iron 0.45 mg/L 10-06-10 1714 BS 31118 [1] 0.1 0.03 mg/L
Manganese 0.19 mg/L 10-06-10 1714 BS 31118 [1] 0.02 0.006 mg/L
cc: Cody Mozena, Coal Services Group, Inc.

MCL - Maximum Contaminant Level £ - Estimated Value above quanttation limits [1] ~ Standard Methods, 18n Edition

MDL - Mimimum Oetection Limt D - Ouplicate not within cantrol Imits {2] - Standard Methods, 20» Edition

NA - Not Applicable H ~ Holding times for preparation or analysts exceeded [3] - USEPA

ND - Not Detected at PQL or MDL J~ Analyte detected below quantitation limits [4] - ASTM

PQL - Practical Quantitation Limit Q- Quaiity Control standard exceeds control limts [5] ~ EPA SW846

B - Analyte detected in associated Method Blank S - Spike recovery exceeds laboratory control limits

AEC 16427



TRADE']I‘ LABORATORIES

Phone: (304) 233-9060
Fax: (304)233-9063

P.O. Box 2019
Wheeling, WY 26003-0219

American Energy Corporation

Century Mine

43521 Mayhugh Hill Road Twp. Hwy. 88
Beallsville, OH 43716

Attn: Mr. Fred Blumling

Shipping Address:

LABORATORY ANALYSES

* TraDet Laboratories

8 Industrial Park Drive
Wheelimg, WV 26003

08-Oct-10

Z////“l =
t/

Company: American Energy Corporation Sampled By: CSG (JN)

Location: Captina Creek - Special Sampling Date & Time Sampled: 10-02-10 1915

Site: At Piney Creek Date & Time Received: 10-03-10 1325

Analysis Number: 1010097

PARAMETER CONCENTRATION  QUALIFIER DATE & TIME ANALYST METHOD PQL WMDL
ANALYZED

Temperature, Field 16.1 °C 10-02-10 1915 CSG (JN)

pH, Field 7.83 S.U. 10-02-10 1915 CSG (JN)

pH, Lab 7.57 S.U. H 10-04-10 0830 wB 4500HB [2]

Specific Conductance 3700 pmhos/cm 10-04-10 0900 LW 1201 [3] 7.00 231 wmhos/cm

Total Dissolved Solids 2640 mg/L 10-06-10 1315 TW 2540C [2] 46.7 15.6 mg/L

Total Suspended Solids 17 mg/L 10-06-10 1315 TW 2540D [2] 17 57 mg/L

Iron 0.38 mg/L 10-06-10 1714 BS 31118 [1] 04 0.03 mg/L

Manganese 0.14 mg/L 10-06-10 1714 BS 3111B [1] 0.02 0.006 mg/L

cc: Cody Mozena, Coal Services Group, Inc.

MCL - Maximum Contaminant Level

MDL - Minimum Detection Limdt

NA - Not Applicable

NO - Not Detected at PQL or MDL

PQL - Practical Quanttation Limit

B ~ Analyte detected in associated Method Blank

E - Estimated Value above quantitation limits
D - Duplicate not within centrol limts

{1] - Standard Methods, 18» Edition
[2] ~ Standard Methods, 20» Edition

H ~ Holding times for preparation or analysis exceeded [31- US EPA
J - Analyte detected below quantitation limits (4] - ASTM
Q- Quality Control standard exceeds contrel limits [5] - EPA SW846

S - Spike recovery exceeds laboratory control limits

AEC 16428



Phone: (304) 233-2060

TRA@ET LABORATORIES Fax: (304) 233-9063
P.O. Box 2019 Shipping Address: 8 Industrial Park Drive
Wheeling, WV 26003-0219 Wheeling, WV 26003
LABORATORY ANALYSES
American Energy Corporation 08-Oct-10
Century Mine

43521 Mayhugh Hill Road Twp. Hwy. 88
Beallsville, OH 43716
Attn: Mr. Fred Blumling

=

Company: American Energy Corporation Sampled By: ° CSG(TD)
Location: Captina Creek - Special Sampling Date & Time Sampled: 10-03-10 1056
Site: At Piney Creek Date & Time Received: 10-04-10 0725

Analysis Number: 1010109

PARAMETER CONCENTRATION  QUALIFIER DATE & TIME ANALYST METHOD PQL MDL

ANALYZED
Temperature, Field 14.0 °C 10-03-10 1056 CSG (TD)
pH, Field 7.60 S.U. 10-03-10 1056 CSG (TD)
pH, Lab 7.68 S.U. H 10-04-10 0830 wWB 4500HB [2]
Specific Conductance 3400 umhos/cm 10-04-10 0900 Lw 120.1 [3) 700 231 pmhos/cm
Total Dissolved Solids 2380 mg/L 10-06-10 1315 TW 2540C [2] 46.7 156 mg/L
Total Suspended Solids ND mg/L 10-06-10 1315 T™W 2540D [21 17 5.7 mg/L
fron 0.36 mg/L 10-06-10 1714 BS 3t11B [1] 0.1 0.03 mg/L
Manganese 0.12 mg/L 10-06-10 1714 BS 3111B [t] 0.02 0.008 mg/L

cc: Cody Mozena, Coal Services Group, Inc.

MCL - Maximum Contaminant Level E - Estimated Value above quantitation limits [1] — Standard Methods, 18+ Edition
MDL - Mimimum Detection Limit D - Duplicate not within control Iimits {2) - Standard Methods, 20® Edition
NA - Not Applicable H - Holding times for preparation or analysis exceeded [B]-US EPA

NO - Not Detected at PQL or MDL J ~ Analyte detected below quantitation limits [4] - ASTM

PQL ~ Practical Quantitation Limit Q- Quaiity Control standard exceeds contro! fimits {5] — EPA SW846

B - Analyte dstected in associated Method Blank S - Spike recovery exceeds laberatory control limits

AEC 16429



Phone: (304) 233-9060

TRADET LABORATORIES Fax: (304) 233-9063
P.O. Box 2019 Shipping Address: 8 Industrial Park Drive
Wheeling, WV 26¢003-0219 Wheeling, WV 26003
LABORATORY ANALYSES
American Energy Corporation 08-Oct-10
Century Mine

43521 Mayhugh Hill Road Twp. Hwy. 88
Beallsville, OH 43716

Attn: Mr. Fred Blumling P
By: WV

TraDet Laboratoriefs//
Company: American Energy Corporation Sampled By: CSG (JS)
Location: Captina Creek - Special Sampling Date & Time Sampled: 10-04-10 0829
Site: At Piney Creek Date & Time Received: 10-04-10 1145
Analysis Number: 1010116
PARAMETER CONCENTRATION QUALIFIER DATE & TIME ANALYST METHOD PQL MDL
ANALYZED

Temperature, Field 13.3 °C 10-04-10 0829 CSG (JS)
pH, Field 7.78 S.U. 10-04-100829 CSG (JS)
pH, Lab 7.67 S.uU. H 10-05-10 1020 Lw 4500HB [2]
Specific Conductance 983 pmhos/cm 10-04-10 1400 LW 120.1 {3) 7.00 231 pmbhos/cm
Total Dissclved Solids 601 mg/L 10-06-10 1315 TW 2540C [2] 46.7 15.6 mg/L
Total Suspended Solids 51 mg/L 10-06-10 1315 TW 2540D [2] 17 57 mg/L
lron 0.97 mg/L 10-06-10 1714 BS 3111B [1] 0.1 0.03 mg/L
Manganese 0.08 mg/L 10-06-10 1714 BS 3111B [1] 0.02 0.006 mg/L
cc: Cody Mozena, Coal Services Group, Inc.

MCL - Maximum Contaminant Level £ - Estimated Value above guantitation limits {1] - Standard Methods, 18® Edition

MDL - Mintmum Detection Limt 0 - Duptcate not within controi limits [2} - Standard Methods, 20> Edition

NA — Not Applicable H - Holding times for preparation or analysis exceeded [3] - US EPA

ND - Not Detected at PQL or MDL J - Analyte detected below quantitation limits 4] - ASTM

PQL - Practical Quantitation Limit Q- Quality Cantrol standard exceeds control limits (5] - EPA SWB46

B — Anaiyte detected in associated Method Blank S - Spike recovery exceeds laboratory control limits

AEC 16430



Phone: (304) 233-9060

TRADET LaBoraTORIES Fax: (304) 233-9063
P.C. Box 2019 Shipping Address: 8 Industrial Park Drive
Wheeling, WV 26003-0219 Wheeling, WV 26003
LABORATORY ANALYSES
American Energy Corporation 08-Oct-10
Century Mine

43521 Mayhugh Hill Road Twp. Hwy. 88
Beallsville, OH 43716
Attn: Mr. Fred Blumling

Company: American Energy Corporation Sampled By: CSG (MK)
Location: Captina Creek - Special Sampling Date & Time Sampled: 10-04-10 1809
Site: At Piney Creek Date & Time Received: 10-05-10 1245

Analysis Number: 1010132

PARAMETER CONCENTRATION  QUALIFIER DATE & TIME ANALYST METHOD PQL WMDL

ANALYZED
Temperature, Field 14.1 °C 10-04-10 1809 CSG (MK)
pH, Field 7.90 S.u. 10-04-10 1809 CSG (MK)
pH, Lab 7.93 S.u. H 10-05-10 1020 LW 4500HB [2]
Specific Conductance 732 pmhos/cm 10-05-10 1425 LW 1201 (3] 7.00 231 pmhos/icm
Total Dissolved Solids 480 mg/L. 10-06-10 1315 ™ 2540C {2] 46.7 156 mg/L
Total Suspended Solids 83 mg/L 10-06-10 1315 TW 2540D [2] 17 5.7 mg/L
fron 3.96 mg/L 10-06-10 1714 BS 3111B [1] 0.1 0.03 mg/L
Manganese 0.15 mg/L 10-06-10 1714 BS 3111B [1] 0.02 0.006 mg/L

cc: Cody Mozena, Coal Services Group, Inc.

MCL ~ Maximum Centaminant Level E — Estimated Value above quantitation fimits [1] - Standard Methods, 18» Edition
MDL ~ Minimum Detection Limt D - Duplicate not within control limits [2} ~ Standard Methods, 20® Edition
NA — Not Applicable H — Holding times for preparation ar analysis exceeded 31 -USEPA

ND - Not Detected at PQL or MDL J - Analyte detected below quantitation limits [4] - ASTM

PQL - Practical Quantitation Limit Q - Quality Control standard exceeds control limits (5] - EPA SW846

B - Analyte detected in associated Method Blank S -~ Spike recovery exceeds laboratory control limits

AEC 16431



Phene: (304) 233-2060
TRADET LaBorRATORIES Fax: (304) 233-9063

P.O. Box 2019 Shipping Address: 8 Industrial Park Drive ’
Wheeling, WV 26003-0219 Wheeling, WV 26003

LABORATORY ANALYSES

American Energy Corporation 12-Oct-10
Century Mine

43521 Mayhugh Hill Road Twp. Hwy. 88
Beallsville, OH 43716

Attn: Mr. Fred Blumling

Company: American Energy Corporation Sampled By: CSG (MK)
Location: Captina Creek - Special Sampling Date & Time Sampled: 10-05-10 1022
Site: At Piney Creek Date & Time Received: 10-06-10 0805

Analysis Number: 1010196

PARAMETER CONCENTRATION  QUALIFIER DATE & TIME ANALYST METHOD PQL WMDL

ANALYZED
Temperature, Field 11.3 °C 10-05-10 1022 CSG (MK)
pH, Field 8.11 S.U. 10-05-10 1022 CSG (MK)
pH, Lab 8.06 S.U. H 10-07-10 1215 LW 4500HB [2]
Specific Conductance 725 Mmhos/cm 10-07-10 1235 LW 1201 [3] 7.00 2.31 pumhos/cm
Total Dissolved Solids 431 mg/L 10-08-10 0845 ™ 2540C [2] 46.7 1586 mg/L
Total Suspended Solids 43 mg/L 10-08-10 0845 ™ 2540D [2] 17 5.7 mg/L
Iron 0.64 mg/L 10-07-10 0800 ™ 3t11B [1] 041 0.03 mg/L
Manganese 0.03 mg/L 10-07-10 0800 TW 3111B [1] 0.02 0.006 mg/L.

cc: Cody Mozena, Coal Services Group, Inc.

MCL -~ Maximum Contaminant Level E - Estimated Value above quantitation limits {1] - Standard Methods, 18» Edition
MDL - Minimum Detection Limit D - Duplicate not within control limits {2] ~ Standard Methods, 20 Edition
NA - Not Applicable H - Holding times for preparation or analysis exceeded [3] -US EPA

ND - Not Detected at PQL or MOL J — Analyte detected below quantitation limits [4] - ASTM

PQL ~ Practical Quantitation Limit Q- Quality Control standard exceeds control limits (5] - EPA SW846

B - Analyte detected in associated Method Blank S ~ Spike recovery exceeds laboratory cortrof limits

AEC 16432



